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D. 1. CARBON ADSORPTION MONITOR:tr'iG LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

. " Condition 0.1.17 Record Keeping Requirements (c) 

' ~ 

' ' 
I 

: i 
;·~ 

PCI shall document compliance QY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

V'"\ 
·,j'- \ A 

.. ~ (/ 

Monitor ID: 
fV1 ' -
' y V\_ I 

a 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Running Down 

- ·- ,_____ 

redder Runnfng Dow 
q~ 

-- - --
I ATDU I OWS Runni 

~ 

- ---
Area 8-- Tanks 52,53,54 Ru7 

Down -
Tanks 02throu h 04 

-- --
Distillation Unit Runni g Down _./ 

.__ 

Tank 51· Down - --
Tank 55 Ru~ Down - - ---
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D. 1. CARBON ADSORPTION MONITORiNG LOG FOR DAILY AND QUARTERLY 

ConditiOn 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 ReGard KE?eping Requirements (c) 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canisterwhen breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ·~J ('nv-;(?J c."" 

Date of lnspec~oV' 

· ~l_ol U 
u ~Time: 0 f}Vl/\ 

Shift: (First or~) 
... 

Monitor iD: ' \ 

v,_c__ Jcoo t ~ I 

Instrument Calibration Gases: .. --/ 

· · · J-':Jahk 'l -t•!\c i >orfl' ~~ 

Background Instrument Reading: 
6 f {) 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recov~ystem: Ru7 
Down f!- tJ 

CARBON OR LAR~* -· -- - -

SDS Shredde~ RuJg Down 
I i 0 fl- ;J - -

ATDU I OWS · Ru7 Down 
'liS' 6 I I 6 {/ A) - -

Area 8 --Tanks 52,53,54 Ruj Down 6,7 If ;J ll II 0 
- -

(Tanks 02through 04) 

Distillation Unit Ru':(g· Down (} A) J~(q ''1. cr {) 
----- -

_/., 
c d- J _) 

~ 

Tank 51 Ru7g Down 
·)us C/ .0 N -

'. 

I, I 6 - I' 

Tank 55 Runniyg Down )} 
(/ ds J, I - -
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D. 1. CARBON ADSORPTION MONITORlT'IG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 ReGard Keeping Requirements (c) 

PCI shall document compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
,. 

·; r:_) c 0 ~!P-! c ~ 
Date of lns,pe?ioQ: 

. '? ( J• JL 
jCtime: 

0 6 ll f'/) 

Shift: (First or~) 
.. 

Monitor ID: 
ti"V\_ ' ./\. ; c,._G d 000 

Instrument Calibration Gases: 
.S 0 ,-lJc~-/'1 / .. v1 c.. I od' P !"1. 

Background Instrument Reading: 'J ! 

p 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vap~r Recov~~;stem: Ru7 
Down ~ 

I 

/l) -

CARBON OR {f=LAR?' 

~ 

SDS Shredder-- Ru7 
Down II JJ i 'l 

--- -

ATDU I OWS 
Running Down 

i I ff /1) 
./ I 0 r I - -

Area 8 --Tanks 52,53,54 Ru.n/ 
Down ~ 'l 4 Al -

(Tanks 02 through 04) 
1,).. ) /') 0 

-
I 

Distillation Unit Ru/g· Down tJ -
I 

0,6 f1 
' 

J J ".b 0 
I 

'j I I 

- I 

Tank 51· Ru7 Down 
)L/ (I y 4 ;J_ Q 

-
.. 

-
Tank 55 R7g Down 

.\ 

" 
-

I l . 
-

·J-
~~
--
-

---------------- ·--- - -·-··- ------------- ---- -
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D. 1. CARBON ADSORPTION MONITORII"'1.3 LOG FOR DAILY AND QUARTERLY 

. 
' 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

" Condition 0.1.17 ReGard KE!eping Requirements (c) 

PCl shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distilfation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

I 

Instrument Calibration Gases: 

Background Instrument Reading: 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down --- ...,..__-. -
...---

Runnfng Down - - -

ATDU I OWS Running Down 
-~ - -

~ 

Area 8 --Tanks 52,53,54 Run~ Down - ·- -

Tanks 02 throu h 04 

Distillation Unit Running Down 

/ 

~ -

Tank 51 Run~ Down -- ~ -
Tank 55 Run!!iJi9 Down - -

--------- ----- ·- ----- ----- -----------
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: .· 

Shift: 

\ I 

Instrument Calibration Gases: 

Background ·Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

i 

-~ - - -"" 

i CARBON 0 

SDS Shred R~ Down - - ----
' 

1 ATDU I OWS Running Down 

-~ - - --
Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 / - - -
Distillation Unit Run~. Down - - -
Tank 51 Run~ Down - - -
Tank 55 Run~ Down - - -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORrNG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

" Condition 0.1.17 ReGard Keeping Requirements (c) 

PCI shall document compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: S (Me" [ (C 

. Date of lnspAtion: (:; I :{ 
. .-. uQ " 

I Time: s ~ 0 a 

Shift:~ or Seeond) 
.~ 

Monitor iD: rv{ , . 
1(/1 F<ctt: 

Instrument Calibration Gases: _.., . ;r ~ f E 
· . .-LSof3>c 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBot-.i . OR ~REf 
--- _,:--· ~ 

r--

SDS Shredde?--- Running Down 
~q\ A rv ~ 

- -- .r 

ATDU I OWS Running Down ;A ~ 
-~ 

- ~ 
__.. 

Area 8 --Tanks 52,53,54 Running Down 

/750 [.Lf VJ 
(Tanks 02through 04) 

- - -- .· 

Distillation Unit Running Down 
1<1 J, /'0 A ~ - - I 

/ 

Tank 51 Running Down 
l .2 1 o I~ /"'" oc; rv - ..--- -

'. 

Tank 55 Runi)Jrlg Down ·cr I q. I . Lf p ~ 
-- -

- -- -- - -- - ·- ---····-··-
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D. 1. CARBON ADSORPTION MONITORlr"G LOG FOR DAILY AND QUARTERLY 

' 
' . . 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

' Condition 0.1.17 Ret.:ord Keeping Requirements (c) 

PCI shall document compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

l... 

Instrument. Calibration Gases: .1:;, 
Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running 
I • 

.--- -
I CARBON . OR @:e* ~ --

SDS Shredder Ru!)Rfng ~ .- -
ATDU I OWS Runping - .- ,....-

. Area 8 -- Tanks 52,53,54 Runpmg ,.....--_ .--

I Tanks 02throu h 04 
Distillation Unit Ru~ng - .--

Tank 51 RunpJng - ,..--. -

Tank 55 RUI)Piing --- ...-- -
-··-- ------

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

' Condition 0.1.17 Ret;ord Keeping Requirements (c) 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14CA:RBON ADSORPT][ONSYSTEM ][NSPECT][ON 
-- --- ---- ----- --- -- - - -

Inspector: .-

·jvl\- () '~) -

Date of Inspection: I Time: <)'I ~ . . <:[/ i /l"\. 
Shift: (~or Second) 

.~ 

Monitor ID: ' I, ('\ ~ oe. 

Instrument_ Calibration Gase~ . 
. J._ ut'-1 \ .\, 0-.J IT v·-.. 

Background Instrument Readiiig: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time I 

Vapor Recovery System: Running Down / 
v .,.----. -----

CARBON OR FLARE* 

SDS Shredder Runnfng Down 

bt 0 A-- t/ / / 
J --.· L 

ATDU I OWS Running Down A ;J; J 
__., .../ ~ 
I 

Area 8 -- Tanks 52,53,54 RunJing Down . .4 r / 

(Tanks 02through 04) I 
_ __.,...- ~~~-~~~~--._ 

.-

Distillation Unit Run,g_ Down 
. 

rJ ,A ~ ---
\ 

Tank 51- RunJ Down 'A /J / ;:)I ------~ 
'. / 

Tank 55 Run~g Down 
~ I I t!J / 

f -~-

·--
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D. 1. CARBON ADSORPTION MONITORn,:,G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

"' Condition 0.1.17 Re<..:ord K~eping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14CA.RBON A.DSORPTIONSYSTEM INSPECTION 
- - -

Inspector: .. 

. ): 'c:: ,' ;'{./ '(_- >- l ~· t~ 

Date '?\of J~r.u:r~eytion: 
.. _, ,(;lj ,..~ 

J Time: .. 0 

Shift: (First or~) 
.~ 

Monitor ID: ' " ' !'!_ l c..__·z._ I I 0 v 

lnstrument.Calibration Gases: . /--f /" 
. · l:"S_a_1' fA v 1

f._..vc. :::___. i o o ,cC1P r"J 

Background Instrument Reading: I 

(j I () 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
~ ;J - - -

CARBON OR FLARE* 

SDS Shredder Running Down 
! I 7 0 ff IV --- -

ATDU I OWS Running Down 

S Le / 0 I 7 /f IJ - - -
Area 8 -- Tanks 52,53,54 Running Down 

~ /~ 0 4 A! 
(Tanks 02through 04) o.o - __..-' 

Distillation Unit Running Down (_! 
I I I Q .ll I "? IV l ~) - - --

Tank 51· Running Down 
l'l.ll () !l ~tr/ / / - '-

.. VI 
~ 

Tank 55 Running Down . ~~! I ll I I I I 
<..,_. ,___..- ---· 

- - -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

' Condition 0.1.17 ReGard Keeping Requirements (c) 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPT][ONSYSTEM ][NSPECT][ON 

Inspector: .· ~ 

, /· /,r· r~.-6 i'jf. '·, ''·i ::>"• i I f' 

Date of lnsyecti/l:( !Time: 
.I 

. . x /6 ;t S;oo !fv/j 
~~ . . -

Shift: (First o~d) 
.~ 

Monitor ID: •· ' 
I "i, i c 

Instrument. Calibration G_f!ses: .. _{ / . 
. . . _)_ ""S (j h 1/v.. '/ -.e.._"'- c /66 ftO~ 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recov['X. System: Run7g Down -· - rJ - ,_______ 

CARBON OR \fL~~ 1/ -· 
SDS Shredder---- Ru?g Down 

~]_ cl A) - -

ATDU I OWS Runyg Down E rJ 
~ 

2G Q_, 7 - -
Area 8 --Tanks 52,53,54 Ru?g Down 

0 fJr rJ -
(Tanks 02 through 04) 

! -~ j _() 
- -.) ) 'I 

Distillation Unit Ru,.,g. Down 
1 tLi rJ ----s 6 { ~-

- -

Tank 51 Ru;vng Down ,cj jl -, i~ 
- -

'. 
;:) 

Tank 55 Ru~rig Down I A) I J 
- -

-·-··-- --
,_ I I 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

"' Condition 0.1.17 ReL;ord Keeping Requirern~nts (c) 

PCI shall document compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: · 

Shift: 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Vapor Recove ,ystem: 

CARBON 0 FLII:RE* 
SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 
Tanks 02throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

Down 

I Down 

Runn? I Down 

Runn?· Down 

1 Runnr I Down 

I Runni7 I Down 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 
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D. 1. CARBON ADSORPTION MONrro~n'II'G LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

~ Condition 0.1.17 Ret;ord Keeping Requirements (c) 
PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: .· 

Date of Inspection: s: \\ '-\ ,--.. 

Shift: (~or Second) 
.~ 

Monitor !D: 

Instrument. Calibration Gases: 
J ~ 

~,_._., 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roil Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Ru7g Down - ~ 

CARBON OR FLARE* 

SDS Shredder Ru~g Down 
~ -----

ATDU I OWS Running Down 

Area 8 --Tanks 52,53,54 Run~g Down 

Tank$ 02throu h 04 ----
Distillation Unit Running Down v· 
Tank 51· 

Tank 55 Runni 
I \ 

l 

Revised 2/10/09 
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-· 
D. 1. CARBON ADSORPTION MONITORrNG LOG FOR DAILY AND QUARTERLY 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 
"' Condition 0.1.17 ReGard Keeping Requirements (c) 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: .. 

Monitor ID: 
m·ln\ 

Background Instrument Reading: 
. ( 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roli Off Box No. for 
Offsite Combustion 

Y/N Date Time 
Running Down - ..c-

-
Runnfng Down 

/ ---- ~· 

ATDU I OWS Ru!J.Hing Down [C/ '5:(t...- -
Area 8 -- Tanks 52,53,54 Ruring Down -- -
Tanks 02 throu h 04 
Distillation Unit Rutyfing. Down --- -
Tank 51· Ru ing Down - -
Tank 55 Ru ing Down -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
Condition 0.1.17 ReL:ord KE7eping Requirements (c) 
PCI shall docume'nt compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: ,. 

Date 
.?1 

Monitor ID: 
A...C 

lnstrument.Calibration G~es: 
,....?.-sc 

Background Instrument Reading: 

Location of Carbon Unit Status . Inlet Exhaust Visual Carbon Spent Carbon Placed in 
Control Device Insp. Replacement Roll Off Box No. for 

Offsite Combustion 
YIN Date Time 

Vapor Recovery System: Down 
' .. - . ' -) '"•\ 

CARBON OR LARey.- ·- --SDS Shredde Down 
- -

ATDU I OWS.·. ' Down ----- -
Area 8 --Tanks 52,53,54 Down 
Tanks 02throu h 04 - -

Distillation Unit Down - -
Tank 51· Down --. I 

Tank. 55 R7g Down ~ --
---------

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

rDnditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring . . 
Condition 0.1·.1? Ret.:ord KEfeping Requirements (c) . 

PCI shall docume'nt compliance bY monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Ba-ckground Instrument Reading: 
' . 
Location of Carbon 

Control Device 

Vapor Recovery System: 

ATDU I OWS.·. 

Area 8 --Tanks 52,53,54 
Tanks 02throuah 04 
Distillation Unit 

Tank 51· 

Tank 55 

Revised 2!10/09 

Unit Status 

Running I Down 

Runnfng I Down 

/' 
Run7g Down 

Running 
./ 

Run/g.· 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

YIN Date Time 

---... 

----

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

"'"" 

~· 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1".17 Ret.:ord KEJeping Requirements (c) . 

PC! shall docume'nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ,• 

Monitor ID: 

lnstrument.Calibration Gases: 
X<; o 

Ba-ckground lnstrumE:mt Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 

' 
Offsite Combustion 

Y/N Date Time 

Vapor Recove Ru7 
Down 

I . . . - -
CARBON OR ltLAR. I 

/ 

SDS Shredder Runnf Down - -
ATDU I OWS.·. • Runni Down - -

1 Area 8 --Tanks 52,53,54 Down - -
Tanks 02-throu h 04 

' Distillation Unit Down - -

Tank 51· Down _.....- -

Tank 55 Down - -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1.17 Ret.:ord K~eping Requirements (c) 
PCI shall document complic:ince py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument. Calibration Gases: 

Background ~lnstrurrii:mt Readihg: 
. . . 

Location of Carbon 
Control Device 

Unit Status 

Vapor Recovery System: 
·:.~ 

CARBON 0 

SDSShreda~ 

ATDU I OWS. ' 

Area 8 --Tanks 52,53,54 
Tanks 02-throuah 04 

Distillation Unit 

Tank 51· 

Tank 55 

Revised 2/i0/09 

Running Down 

Runntng Down 

Running Down 

Running Down 

Running Down 

Running Down 

Runnirig Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

YIN Dati;! Time 

- ~ 

-

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

··-

i'· 
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~ ·- D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 

1. Condition 0.1.17 Re<.:ord Keeping Requirements (c) · · 

PCI shall document compliance t)y monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

---~--- ---------------------··--·- ~------ ·----·------

Inspector: •' . -r;_/ (_~~ --10 r1-
·' 

Date of lr.tsp~j~ <;{/ 1'-"7 t; . ' I I I 

lffime:_ ~50Clffl/VJ 
Shift: (First or~) 

... . ' 

Monitor ID: 
tM 1:--:. I o<c_·-( J_oo 

Instrument. Calibration Gas.:f:, /_ · 
. _}_ ~ G ·~ l --" . \1 .2-t V\ --{_ _I Qc;(I_LNj_ 

Ba-ckground Instrument Readihg: 
0, r) 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device · Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

/ Y/N Date Time 

Vapor Recov~stem: 
Ru7/ 

Down 

II- IV - -

CARBON OR ( FLA . * -- --
SDS Shredd~ .Ru~/ Down 

! l'-1 /1- N () 
- -

ATDU I OWS.-. ,. Ru7 
Down 

.)/ _L C_ .2_, _fg_ If AI _0_ - - --
. / 

Area 8 --Tanks 52,53,54 Ru7 Down 
I /1- rJ 

(Tanks 02 through 04) I!/) (J !(1--y 
,--

I 
·~ 

Distillation Unit Run~g- Down . ..-

(). () / 
''-<' 

il JJ J_.:{(/ ) () 
- ----/. 

,--

Tank 51· . ~/ng Down 

/7)~ , ~-, 6 r /) rJ 
... 't. 

. ' 0 - -

Tank 55 R/g Down 

~cc t1 rJ 
() i I u - -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

' Condition 0.1.17 Re<..:ord Keeping Requirememts (c) 
PCI shall docume'nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan-ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ,-

~ 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon Unit status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

DatE:) Time 

Vapor Recovery ;zstem: Runnin Down 
: -- - ~ 

CARBON OR FLA * 
--

SDS Shred Down - -

ATDU I OWS. ' Down - -----
Area 8 --Tanks 52,53,54 ~ ----
Tanks 02-throu h 04 

Distillation Unit 
~ - --

Tank 51-
~ -

Tank. 55 - - -------------
Revised 2/10/09 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
Condition 0.1.17 Ret.:ord KE;!eping RequiremE;mts (c) 
PCI shall docume.nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector:~ j (1e :f · _ 
. .. . I < .e:; .....- KJ · & 7/", 

Date of ln,pec?bn( 
. . 9 ;;.1 I 

·(/. 
\ Time:_ :; M) 1/ '11 

Shift: (First or~) 
.~ .. 

Monitor ID: tN\ . . . £
1 

• · 

. I "\ ' ~c..-(_ ~oc.,o 

Instrument. Calibration Gases: ....,.:....- ~ ~f, /, . 
/ S._r; 'u · \! 'e VI (... I Onf6NJ 

Background Instrument Reading: 
r G, () 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: 
Rzg 

Down 

CARBON. OR ~~~ --. II ;J ·- ~ -
L 

SDS Shredde~ .Ru7g Down 

!X: I 0 It- ;J ·- I 

r . - I 

ATDU I OWS.·. ~7g Down 

1CG (),, 4 /) ;J 
. 

0 - -
Area 8 -- Tanks 52,53,54 R~7 Down 

I ()rC} 6 4 ;J -(Tanks 02 through 04) I - -------Distillation Unit R~7g· Down 
l9l c/· 4 A}_ '"=--, _0 '--· 

., 
) - -

j ----Tank 51 R'ing Down 
) {.( ~ G·~ !l ~) 

-~· 
/.; 0 - - ~ 

'. 

Tank 55 R~g Down 

/16 0 4 rJ -
J o; I - -

Revised 2/10/09 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

' Condition 0.1.17 Ret.:ord KE?eping Requirem·emts (c) . 

PCI shall document compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan-ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

' 
' 
' 

: i 
I 

' ' 
' ' -·, 

,1 ' • 

--- -. ---- - - -.- -z=---·- -- ··---- -- -. 

Inspector: ·:.J-ed Cc ~-;{} -1 c r-
--

Date of lnspe/tion/ j · 
- . - ;>?- 2 l ;t., 

lj/'nme:_ 
_S() n !l t1/l 

Shift: (First or~ 
.~ . -

Monitor ID: 
~~I R~~ .lor)() 

Instrument Calibration Ghse~ . / - f (/__ 
- 1--sr~ c .. ,, 't_.v1"(/ too _ 

Background Instrument Reading: 
Q,() 

Location of Carbon Unit status Inlet Exhaust 

Control Device 

/ 

Vapor ~ecovery~stem: R7 Down 

CARBON OR~- * 
----

'-----' 

SDS Shredd~ .Ru/g Down 
lqo, 0 

ATDU I OWS.· ; ~7 
Down 

1 ?( o,CJ l () 
Area 8 --Tanks 52,53,54 R7n9 Down 

)./(b (j 
(Tanks 02through 04) : ,· 

Distillation Unit Ru/g· Down 
'S 1/ c i c 4 6 

Tank 51- R7g 
Down 

8 '. C:r -~ () 
Tank. 56 ~/g 

Down 
171<;'~ Jo, C~ 0 

Revised 2/10/09 

Visual Carbon Spent Carbon Placed in 

Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

!1- ;U '..;..;__ - ~-

!!- 11/ - -- -

;} /J - -

If tJ ----- ·-

IJ A) - -
It _ll/ - - ''-. 

·-

/) AJ - -



:! 

. 
•"" ,«----

i______:__,_ 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

-. Condition 0.1.17 Record K~eping Requirements (c) . 

PC! shall docume.nt compliance l:!y monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONS"Y;STEM INSPECTION 
- - --- ·- ---- ----- -- --- -- - --

Inspector: •' 

<-c/ Cc vv-- a.+{ ~ 
.. 

Date of lns~ectio?: / · 
' ' '?f I) ~ / 

(; Time: 
s-wlll~ 

Shift: (First or zec~) 
... . . 

Monitor ID: 
f'v1 ' . r( ·-e_ Juoo l. /"!\,_ l c.._. ___.--

lnstrument.Calibration G1as~s: ') .· ,f / · 
· -! "So rOL..-- ,; l....Vl. f .!r;r-j}/?i NJ 

Bm:~kground Instrument Reading: 
{/ / () 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device · Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

/~ 
YIN Date Time 

Vapor Recovery System: Runnivg Down 

ll-c/ L'l 
. :~ 

CARBON . OR ~~* ~ 

\../ 
-

SDS Shredde)-.--" R~7g Down 
I tj lj A) 

0 

0 !}- - -
i ' 

I ATDU I OWS.-. Runni3)9/ Down 

1 f I I J,~ 6 ll- ;J 
i . 

- -
r/ .· ---

I Area 8 --Tanks 52,53,54 Run7 Down 

) t C I IJ J) · (Tanks 02through 04) Ot 0 . (') - - ---
Distillation Unit R/g· 

Down 
i ,-_4 f 11 ;tJ 11,:}.\ 0_ - ~ 

-
Tank 51· . Ru/g Down 

o,l (!) If JJ 
-~ 

.. --I. 41 ~ - -
Tank. 55 R7ng Down If 9 .. - -

' 
~ 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
. ., Condition 0.1".17 Ret..:ord Kt?eping Requirements (c) . 

PCI shall docume.nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: .. 

Date of lo~p7~tpn: · 
, ~~ 1 f 1 

Shift: Firs or Secom;l) 

Monitor ID;"'11/. ·"' . 
. ' ') 

Location of Carbon Unit Status inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Runni9g Down 
. .· (\ .· / CARBON OR LAR 

~ -

SDS Shredde Ru/g Down - ~ 

I ATDU I OWS.·.· ,. Runnil}g Down 
- -

Area 8 --Tanks 52,53,54 Ru7 Down - -
Tanks 02throu h 04 

, Distillation Unit RuJ Down - -
Tank 51· Ru7g Down 

- -
Tank. 55 R7n9 Down 

- -

Revised 2/i0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
Condition 0.1.17 Re<..:ord Kt;!eping Requirements (c) · · 
PCI shall docume'nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shreddec the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ··f.-e.. 1 C f _ 
-_ . . -e...d o-f? 0 Dater; lnsp~ction: 

i, ::t~ '\" j ;<..! • ' -"' • ! 

· {/ j Time: )c 
f 

Shift: fFirS): or Second) 
.~ . ' 

' \_../ ' . 

Monitor ID: 
' : •/\ ! -~(_ )_ oo 

Instrument. _Calibration Gas1e~~ . / 
·:::lscb'" v '-"f_i/1_{._.. lu() f'lr"\. 

Background Instrument Reading: c,o 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recov~stem: Ru7 
Down 

·- - !l- ;J -- ~ ---CARBON OR LAR 

SDS Shredde~ Run7 Down 
-7~ IJ - -

ATDU I OWS.-. ' Ru/ Down 
'7 )-/ 4 rJ ()' 7 0 --- -

Area 8 --Tanks 52,53,54 Ru7 Down 
331t/ I,[, 6 {J /1) (Tanks 02through 04) 

~ -
Distillation Unit Ru7 Down 

1t; ll fJ ;J ;)..~, - - ! 

Tank 51· Ru/g Down ~-~9 (I - 4 A) 
.,.,. 

tCZ, J- - -
'. -- .. / 

Tank_ 55 Ru~ Down /) JJ --l ( -cf {, 
------ ---- --

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
\ Condition 0.1.17 Ret:ord KE?eping RequiremE?nts (c) 

PCI shall docume-nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shafl replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: 

))!Yl (ttl 
-· -. 

Date of IAspec~fi"' · 
· · . lUt:,\. .. (-/ 

/Time: 
,. 

Shift: ~ ar Sec~n(l) .~ -. 
. . . 

. Monitor ID: f.~ 
· . I l\' r< J 

Instrument. Calibration Gases: 
() Fn1 

Ba-ckground Instrument Reading: I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement RoiJ.Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery ~tern: Running Down 

Jv ./ 0 -- ·-
CARBON OR ~j/ -
SDS Shredde~ Runj)lng Down 

r~/ -ool H - -..._ 

. ~ .. •' 

ATDU I OWS.·. ·· Rurnfing Down 

) s;L, 3.50 
:~~~)2,, 

' ·-
Area 8 --Tanks 52,53,54 Rurn'iing Down 

) .6 f) ~---
~"-== 

(Tanks 02through 04) f.-:/ l 
~~ 

/ 

Distillation Unit Running Down 1~% , );<;\) N 11~,1 / 1}-,0 (( -
Tank 51· RunJng Down 

[ r (I ~/ -~ 
.. 

I c - - '\ 

Tank 55 Running Down 
§ r(i(CiJ /&rtjC,:l~ (\ r l4·g_ 

. ._ 
~ ~ 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
Condition D. 1".17 Ret.:ord KE?eping Requirements (c) 
PCI shall docume'nt compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 
· Inspector: ,• 

Background lnstruni(mt Reading: 

Location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

.. Y/N Date Time 

Vapor Recovery System: Down 

A c-... ·~ .......... 

CARBON 0 

SDS Shred Down ;q - - -
ATDU I OWS ... f) flj~1,1't & , I ~"(Y) 

0 ;t1 ~ - -
,• 

A- 1/?..7-f"( b '; ·r•O c ~C!PJfJ c::. Gat~ 
Tank 51· 

,'~~ 

......... - -

Tank. 55 fJuj:?Tlr ':vs- c\,C'!f1fJ-e aih .. 

Revised 2/i 0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbori Adsorber/Canister M.onitoring 

' Condition 0.1.17 Record KE?eping Requirements (c) . 

PCI shall docume'nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Instrument, Calibration Gases: 

Background tnstrl.lnient Readiifg: 
. . 

Location of Carbon 
Control Device 

Unit Status 

Running I Down 
~ ~ 

CARBON OR 

SDS Shredd Runnfng I Down 
/ 

ATDU I OWS.·.· .···•· I Ru7ng I Down 

Area 8 --Tanks 52,53,54 Ru!).Rillg I Down 

Tanks 02throu h 04 
Distillation Unit Ru~_ng_ Down 

Tank 51· 1 Runrg Down 

Tank. 56 ·1 Runnip-9 I Down 

Revised2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 



. 
, .. ·"'--

"--/ 
D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

; 
. ~ . 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

. , '- Condition 0.1.17 Re~;ord KE;Jeping Requirements (c) 

' 

I 

' : i 

: .: 
. ' 
' ' I; 

PCI shall docume.nt compliance Qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.l4 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

Background Instrument Readin~y: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

F~* 

ATDU I OWS.· . . ;··· 

Area 8 --Tanks 52,53,54 
Tanks 02 throu h 04 

Distillation Unit 

Tank 51· 

Tank. 55 

Revised 2/i0/09 

Unit Status 

I Running I Down 

Ru~ng I Down 

I Ru!)Ring Down 

I Running Down 

Ru~g· Down 

I Run7ng Down 

·1 Ru!],.Q.I.ng I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

YIN Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

'- Condition 0.1.17 Ret.:ord Ke,eping Requirements (c) · · . 

PCI shall docume'nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector:~. "<~-c · -/ · __, 
·. .. · I cr}'t ---;r1 . · "'' ,/ ' 

Date o/")lajpe_ction: · J· I Time: 5(~ /t/1 
· · 6, ~I ;l( . ' l, ()(5 

Shift: eor Seco_m;l) 
.... 

Monitor ID: K. · · · 
. . . f.//, "1 ' ~~ e.. .J ()() C) 

lnstrument.Calibratio~Gaszs: _-/-\ · / 
· L_ 'So d ~ 1L ~ tf1 <--- /o;) rtf 

Background Instrument Readiiigf · 
OrO 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device · Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

.. 
Y/N Date Time 

Vapor Recovery System: Running / Down 

CARBON. OR ~~ // ~ If j) - .. - -
--··· 

SDS Shredde)--" Ru/ Down 
0 !( v -

.;) 1/ -
ATDU I OWS.-. ··• . Ru/ff~ Down 

/I I J 6,1 0_ if )()_ - ~ .. -
i 

, Area 8 --Tanks 52,53,54 Ru7 Down 
::: ( 73 0 If ;J ~----

I JTanks 02-through 04) 0,0 
.-- ·-

Distillation Unit Ru7 Down ,;:r 1 3 · If v i { 7 I 0 - -
Tank 51· . ~u7 

Down ~ 

1)'/, 0 / 0 If (l) 
'} 

.. ! 7 IS · - - -

Tank 55 R/~n9 Down 4 
i 

lt - --~ 
J -

- - ·-

Revised 2/10/09 



',\ 

. ,... . "'--~ 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 
'' Gondition 0.1.17 ReGard K~eping Requirem~nts (c) 

PCI shall docume-nt compliance Qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4:CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: 

.~ 

Monitor ID: 

Background lnstrurrii:mt Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Plac~d in 
Control Device Insp. Replacement Roll Off Box No. for ~* 

Offsite Combustion 
YIN Date Time 

Running Down 

.. C - - --
Runnfng Down 

/ -- - -
ATDU/OWS. ' Running Down 

- -
Area 8 --Tanks 52,53,54 Run;ug Down 

F1 Tanks 02 throu h 04 -
' Distillation Unit Run;rg Down 

-PI 
Tank 51- Run "rig Down tr· 

Tank 55 Run~g Down 
I - - -
I 
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